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Company Introduction
Our wood industry business covers all kinds of building 
materials including Ceiling metal runner, gypsum board. 
Our products are being exported to North, Central and South 
America, South Africa, Middle East etc. 
Our factory at Giangsu, China, is well equipped which can 
produce high quality of Ceiling Suspension system. We have 
experience QC and professional staff in our Giangsu office to 
maintain our high quality standard on all products. Not only 
the quality of our products is always at its best; we also offer
the most competitive and up to the minute prices to insure 
that you will make the best possible deal. 
Quart, the combination between Quality and Artistic.



Metal Runner



Metal Runner
Metal runner including main runner, 

branch runner and  corner cover.



Metal Runner

0.45 mm22mm x 22mm x 10'Corner coverL-10'

0.28 mm28mm x 24mm x 2'Small middle runnerT-2'

0.28 mm28mm x 24mm x 4'Middle branchT-4'

0.28 mm32mm x 24mm x 12'Main runnerT-12'

0.28 mm38mm x 24mm x 12'Main runnerT-12'

ThicknessSizeDescriptionModel

Product List
(We can also provide the tailor made service.)



Ceiling Suspension System



Gypsum Board
We also offer tailor-
made service depend on 
your requests to 
produces specific 
gypsum board.



Normal Gypsum Board
Size: L:3000    W:1200   T:9.5/12/15 [mm]

Product test

Gluing good, core not 
exposedGluing good, core not exposed-------

Paper and core 
gluing

250190160≧220≧180≧140N
Crosswise break 
load

660550450≧650≧500≧360N
Longitudinal break 
load

11.59.27.5≦15.0≦12.0≦9.5kg/m2Unit area quality

15.0mm12.0mm9.5mm15.0mm12.0mm9.5mm

ACTUAL TARGETGB CODE REQUESTSUNIT 
MARK

TEST 
PROJECT



Water-resistant Gypsum Board
Size: L:3000    W:1200   T:9.5/12 [mm]

Product test

150≦160g/m2Superficial soakage

7.5≦10.0%Water-absorbability

Gluing good, core not 
exposedGluing good, core not exposed-------Paper and core gluing

190150≧180≧140NCrosswise break load

540430≧500≧360N
Longitudinal break 

load

9.57.6≦12.0≦9.5kg/m2Unit area quality

12.0mm9.5mm12.0mm9.5mm

Actual TargetGB CODE REQUESTSUNIT  
MARKTEST  PROJECT



Fire-proof Gypsum Board
Size: L:3000    W:1200   T:9.5/12/15 [mm ]

Product test

>25≦20minMeet fire stability

Gluing good, core not exposedGluing good, core not exposed-------Paper and core gluing

295260195≧270≧220≧180NCrosswise break load

850670560≧800≧650≧500NLongitudinal break load

13.611.29.1≦18.0≦15.0≦12.0kg/m2Unit area quality

15.0mm12.0mm9.5mm
15.0m

m12.0mm9.5mm

Actual TargetGB CODE REQUESTSUNIT  
MARKTEST PROJECT



Fire Moisture Resistant 
Gypsum Board

>25≧20minMeet fire stability

150≦160g/m2Superficial soakage

7.5≦10.0%Water-absorbability

Gluing good, core not exposedGluing good, core not exposed-------Paper and core gluing

250190160≧220≧180≧140NCrosswise break load

660550450≧650≧500≧360NLongitudinal break load

11.59.27.5≦15.0≦12.0≦9.5kg/m2Unit area quality

15.0mm12.0mm9.5mm
15.0m

m12.0mm9.5mm

Actual TargetGB CODE REQUESTSUNIT
MARKTEST PROJECT

Size: L:3000    W:1200   T:9.5/12/15 [mm ]

Product test



PVC Cover Ceiling

8.0(≦±0.5mm)600(≦±2.0mm)600(≦±2.0mm)

ThicknessWidthLength

Size (mm)

<1%Moisture content>500NBreaking load

below 90%Environment relative 
humidity request

<6.5kg  g/m2Unit area quality

Product test

(*Note: parenthesis data is allowance error.)



Wet-formed mineral fiber 
gypsum board
We also providing wet-formed mineral fiber gypsum board. Non-

asbestos are suitable for any indoor environment.
The characteristic of the gypsum board are high acoustics, fire 

resistance, humiguard, soil resistance, impact, high light, 
scrub ability, wash ability and scratch resistance.



Wet-formed mineral fiber 
gypsum board
Size: 600x600x14 , 600x1200x14[mm]
Weight: 2.90kgs/m2 (0.59 lbs/SF)
Color: White
Light reflectance: Minimum LR0.83
Edge detail: Square Lay-in, Angled or Beveled Tegular
Fire Protection Rating: Class A (flame spread 25or under) 
or Class B1 (China Standard)
Acoustics : CAC minimum 30-35 
Amount of Formaldehyde in the tile: non-formaldehyde 
Sound Absorption Qualities (NRC): minimum 0.50-0.55
Rh80 performance: Appropriate for relative humidity 
up to 80%, temperature up to 30℃(86℉)



Test Report

Direct by China Building Material Academy 
China National Center for Quality Supervision and

Test of House Building Materials



Test Report



Our Philosophy
We are you supplier, you solution, your partner.

Our goal is to offer the highest quality product at the most 
competitive price with professional and reliable service. 
Dedications in remarkable services are constantly a standard 
at Quart International. All of our sincere and professional 
sales are devoted to do our very best to provide the best 
product, best services and the best solutions to you.



CONTACT US
Quart International Co., LTD
Unit 1715-1728, 17/F, Metro Center, 32 Lam Hing
Street, Kowloon Bay,  Kowloon, Hong Kong.
Tel: (852) 3761-8300
Fax: (852) 2754-2929
Web Page: www.quartbm.com
E-mail:  michael@quartbm.com

gordon@quartbm.com
jason@quartbm.com
oscar@quartbm.com
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